
Declaration of Performance 
No. KESD-1 

1. Unique identification code of the product type: 
Multilayer façade thermal insulation and finishing board 

2. Type, batch or serial number, or any other element allowing identification of the construction product: 
Koderus 2IN1 – B/MF b – 1200×600×108 g/8/100 – 2.9 g – B-s1,d0 – RAL_XXX 

3. Construction product standard/specification applied: 
NTĮ-03-005:2023 

4. Intended use or uses of the construction product as specified by the manufacturer according to the applicable technical 
specification: 
For facades of newly constructed and renovated residential and non-residential buildings. 

5. Name, registered trade name or trademark and contact address of the manufacturer: UAB “Koderus”, Žirgų g. 19, 
Antežerių, Vilnius district 
Factory address: UAB “Koderus”, Žirgų g. 21, Antežerių , Vilnius district 

6. Where applicable, name and address of the authorised representative: Not applicable. 

7. System(s) of assessment and verification of constancy of performance as set out in STR 1.01.04:2015, Section IV: 1, 3 

8. Name of the notified certification body or testing laboratory: 
UAB “Inspekta” carried out the assessment of the performance of the construction product in accordance with the 
initial inspection of the manufacturing plant and factory production control, performs continuous surveillance under 
System 1, and issued the Certificate of Constancy of Performance 
No. 03-005:2023 (2023-07-12) 

9. Name of the technical assessment body: UAB “Inspekta” 

10. Declared performance: 

Performance characteristics Declared value Technical specification 
Tensile strength perpendicular to the 
board surface / characteristic value 

≥ 40 kPa 
LST EN 1607 

Thermal resistance 2,9 (m²K) /W STR 2.01.02:2016 
Resistance to hydrothermal effects 80 freeze-thaw cycles EAD 040914-00-0404, Annex D 
Frost resistance F100 LST EN 772-22, LST 1428-19 
Impact resistance Category I STR 2.04.01:2018, ISO 7892 
Reaction-to-fire class of installed 
board cladding 

B-s1,d0 LST EN 13501-1:2019 

Water tightness of installed cladding ensured at 1000 Pa pressure 
difference 

LST EN 12865:2002, Method A 

Resistance to horizontal concentrated 
load 

adequate EAD 040914-00-0404, Annex K 

 

11. The performance of the product identified in points 1 and 2 is in accordance with the declared performance listed in   
point 10.This Declaration of Performance is issued under the sole responsibility of the manufacturer specified in point 5. 

Director of UAB “KODERUS”  Edvard Račevskij 
25 September 2023 


